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潮濕敏感等級 MSL (Moisture Sentivity levels) 

 

Level 

Floor Life 

(車間時間) 

Soak Requirements 

(溼度環境要求) 

Standard 

(標準) 

Accelerated 

(加速) 

Time 
Cond 

°c / %RH 
Time(hrs) 

Cond 
°c / %RH 

Time(hrs) 
Cond 

°c / %RH 

1 Unlimited ≦30/85%  168+5/-0 85/85 n/a n/a 

2 1year ≦30/60%  168+5/-0 85/60 n/a n/a 

2a 4 weeks ≦30/60%  696+5/-0 30/60 120+1/-0 60/60 

3 168 hours ≦30/60%  192+5/-0 30/60 40+1/-0 60/60 

4 72 hours ≦30/60%  96+2/-0 30/60 20+1/-0 60/60 

5 48 hours ≦30/60%  72+2/-0 30/60 15+1/-0 60/60 

5a 24 hours ≦30/60%  48+2/-0 30/60 10+1/-0 60/60 

6 TOL ≦30/60%  TOL 30/60 n/a 60/60 

 
 

產品等級如下: 

包裝類型 MSL 
DIP NA 

PLCC 3 
PQFP 3 
LQFP 3 
SOP 3 

SSOP 3 
TSSOP 3 
QFN 3 

 
 


